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DETAILED ACTION 

Claim Rejections - 35 USC § 103 

The following is a quotation of 35 U.S.C. 103(a) which forms the basis for all 

obviousness rejections set forth in this Office action: 

(a) A patent may not be obtained though the invention is not identically disclosed or described as 
set forth in section 102 of this title, if the differences between the subject matter sought to be 
patented and the prior art are such that the subject matter as a whole would have been obvious at 
the time the invention was made to a person having ordinary skill in the art to which said subject 
matter pertains. Patentability shall not be negatived by the manner in which the invention was 
made. 

Claims 1, 3, 6, 17, 25 and 26 are rejected under 35 U.S.C. 103(a) as being unpatentable 
over Olsen et al.(US Patent 6,094,2000) in view of Wood et al.(US Patent 6,204,856). 

Olsen et al. teaches all the limitations of claims 1 and 23 except for defining a plurality of 
rows of tiles comprising a plurality of rows of pixels with each tile including at least two rows of 
pixels. Regarding the preamble of claim 1, Olsen teaches a graphics processing method in 
column 2 lines 34-37, and is also illustrated in Figure 4 as element 40. Regarding the preamble 
of claim 23, Olsen et al. teaches a computer graphics system that determines occlusion for 
graphics primitives, which would contain computer program code embodied on a computer 
readable medium in order to execute the occlusion computations. Regarding claims 1 and 23, 
Olsen et al. teaches setting occlusion flags for respective tiles of a row of tiles, or pixels 
comprising the region for a graphics primitive, and whether the respective representative depth 
values meet an occlusion criterion in column 5 lines 52-56 where it its described that the depth 
values of the region comprising the pixels from the graphics primitive are compared and a 
determination of occlusion is then determined based on the result from the depth compare result 
register, illustrated in Figure 3 as element 35. Olsen et al. also teaches processing pixels in rows 
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of pixels in a row-by-row manner responsive to the occlusion flags in column 5 lines 22-23 
where it is described that the depth values of each pixel of the graphics primitive, which contains 
rows of tiles, are processed, therefore each row would be processed as each pixel comprising the 
rows would be processed. Again Olsen et al. fails to teach defining a plurality of rows of tiles 
comprising a plurality of rows of pixels with each tile including at least two rows of pixels. 
Wood et al. teaches a defined plurality of blocks of tiles comprising rows of pixels in column 1 
lines 6-10, in which each tile includes pixels from at least two rows of pixels, as described in 
column 4 lines 42-44 and is also illustrated in Figure 2. It would have been obvious to one of 
ordinary skill in the art to combine the teachings of Olsen et al. with Wood et al. because this 
combination would provide the determination of occlusion of each row of pixels comprising the 
tiles of a graphics primitive, which would reduce computation time by providing only the visible 
pixels to be rendered. 

Regarding claim 3, 17 and 25, Olsen et al. fails to teach processing rows of pixels using a 
zig-zag traversal algorithm. Wood et al. teaches processing pixels contained in the rows of tiles 
using a zig-zag traversal algorithm in column 5 lines 15-20. It would have been obvious to one 
of ordinary skill in the art to combine the teachings of Olsen et al. with Wood et al. because this 
combination would provide an efficient algorithm that accurately processing the rows of pixels 
within a tile. 

Regarding claim 6, Olsen et al. teaches a color buffer that stores respective color values 
in column 2 lines 62-64. Olsen et al. also teaches storing a color values and a depth value for the 
graphics primitive for the pixel in the color buffer and the depth buffer respectively in column 2 
lines 62-64. 
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Regarding claim 26, Regarding the preamble of claim 26, Olsen et al. teaches a computer 
graphics system that determines occlusion for graphics primitives, which would contain 
computer program code embodied on a computer readable medium in order to execute the 
occlusion computations. Wood et al. teaches a defined plurality of blocks of tiles comprising 
rows of pixels in column 1 lines 6-10, in which each tile includes pixels from at least two rows of 
pixels, as described in column 4 lines 42-44 and is also illustrated in Figure 2. Olsen et al. 
teaches setting the occlusion flag which indicates non-occlusion in column 5 lines 42-45, where 
it is described that the depth compare result register is set to a value of 1 to indicate non- 
occlusion of the pixels which are known to comprise a tile of pixels. Olsen et al. also teaches 
detecting a flag, or logic value, indicating non-occlusion in column 6 lines 8-13. Olsen et al. also 
describes processing a pixel for the graphics primitive in steps 42 and 43 of Figure 4, where it is 
illustrated that the pixels defining the graphics primitive are processed. 

Claims 2, 4, 5, 7-16, 18, 20-24, 27 and 28 are rejected under 35 U.S.C. 103(a) as being 
unpatentable over Olsen et al.(US Patent 6,094,2000) in view of Wood et al.(US Patent 
6,204,856) in farther view of Larson (US Patent 6,313,839). 

Regarding claim 2, Olsen et al. teaches processing pixels responsive to occlusion flag, 
which is equivalent to the depth compare result register, in column 6 lines 7-12. Olsen et al. and 
Wood et al. fail to teach a first tile, or region, and a second tile for processing. Larson et al. 
teaches a first and second region, or tile, for processing in column 6 lines 8-10. It would have 
been obvious to one of ordinary skill in the art to combine the teachings of Olsen et al., Wood et 
al. and Larson because this combination would provide faster processing of occlusion detection 
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for multiple tiles, which would enable quicker rendering of the visible pixels of graphics 
primitives. 

Regarding claims 4 and 22, Olsen et al. teaches in column 6 lines 8-13, setting an 
occlusion flag, or depth compare result register, for respective pixels. Olsen and Wood et al. fail 
to teach occlusion flags and respective occlusion threshold depth values stored in a tile occlusion 
information cache, determining a maximum depth value and comparing the maximum depth 
value to the cached occlusion threshold depth value. Larson teaches storing occlusion threshold 
depth values in a cache memory in column 5 lines 63-66, and determining a maximum depth 
value for the graphics primitive in column 1 lines 59-60. Larson also teaches comparing the 
maximum depth value with the cached occlusion threshold depth value in column 2 lines 46-5 1 . 
It would have been obvious to one of ordinary skill in the art to combine the teachings of Olson 
et al., Wood et al. and Larson because this combination would provide decreased processing time 
of pixel of the graphics primitive during determination of occlusion by storing occlusion flags in 
a cache memory. 

Regarding claim 5, Olsen et al. and Wood et al. teach all the limitations except a depth 
buffer that stores respective occlusion threshold depth values. Olsen et al. teaches setting the 
occlusion flag which indicates non-occlusion in column 5 lines 42-45, where it is described that 
the depth compare result register is set to a value of 1 to indicate non-occlusion of the pixels 
which are known to comprise a tile of pixels. Olsen et al. also teaches detecting a flag, or logic 
value, indicating non-occlusion in column 6 lines 8-13. Olsen et al. also describes processing a 
pixel for the graphics primitive in the tile without retrieving an occlusion threshold depth value 
for the pixel from the depth buffer in steps 42 and 43 of Figure 4, where it is illustrated that the 



Application/Control Number: 10/720,042 Page 6 

Art Unit: 2671 

pixels defining the graphics primitive are processed without referencing an occlusion threshold 
depth value. Again, Olsen et al. and Wood et al. fail to teach a depth buffer that stores respective 
occlusion threshold depth values. Larson teaches a z buffer, or depth buffer, which stores the 
occlusion threshold depth values, or maximum and minimum z values, in column 1 lines 55-57. 
It would have been obvious to one of ordinary skill in the art to combine the teachings of Olsen 
et al., Wood et al. and Larson because this combination would provide efficient access to 
occlusion threshold values by storing them into a depth buffer. 

Regarding claim 7, Olsen et al. and Wood et al. teach all the limitations except for 
comparing the determined depth value to the occlusion threshold depth value and updating the 
occlusion threshold depth value in the tile occlusion information threshold cache to the 
determined depth value. Olsen et al. teaches determining a depth value for the graphics primitive 
for the pixel in column 3 lines 53-57 where it is described that pixel data is determined including 
the depth value. Again, Olsen et al. fails to teach comparing the determined depth value to the 
occlusion threshold depth value and updating the occlusion threshold depth value in the tile 
occlusion information threshold cache to the determined depth value. Larson teaches comparing 
the determined depth value to the occlusion threshold depth value in the tile occlusion 
information cache in column 2 lines 47-51, where it is described that the z value, or determined 
depth value, is compared to the maximum z value, or occlusion threshold depth value, that is 
stored in the cache memory. Larson also teaches updating the occlusion threshold depth value in 
response to the comparison to the determined depth value in column 2 lines 52-61, where it is 
described that the z value stored in the cache memory is updated and replaced by the determined 
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depth value that was compared. The motivation to combine the teachings of Olsen et al., Wood 
et al. and Larson is equivalent to the motivation of claim 4. 

Regarding claim 8, Olsen et al. and Wood et al. fail to teach the claimed limitations. 
Larson teaches an aggregate tile occlusion information memory configured to store respective 
occlusion threshold depth values in column 4 lines 30-34, where it is described that a memory 
area stores the minimum and maximum depth values, or occlusion threshold depth values, within 
each region, which is equivalent to a tile comprising a block of pixels consisting of rows. Larson 
also teaches reading out z max and z min, which are occlusion threshold depth values, from the z 
limit buffer, which is stored in memory, and storing them into the cache memory. Larson 
teaches updating the z min, or occlusion threshold depth value, in the cache memory in column 6 
lines 23-33. It would have been obvious to one of ordinary skill in the art to combine the 
teachings of Olsen et al., Wood et al. and Larson because this combination would provide 
efficient storage of depth values for a region, which would then be utilized to determine and to 
responsively update occlusion properties for pixels within that region. 

Regarding claim 9, Olsen et al. and Wood et al. teach all the limitations except detecting 
that the tile, or region of rows of pixels, has an occlusion flag indicating possible occlusion and 
updating the occlusion threshold depth value for the tile in the tile occlusion information cache 
responsive to the written z-value of the pixel. Olsen et al. teaches setting an occlusion flag, or 
depth compare result register, to indicate possible occlusion in column 6 lines 8-13. Again, 
Olsen et al. and Wood et al. fail to teach detecting that the tile, or region of rows of pixels, has an 
occlusion flag indicating possible occlusion and updating the occlusion threshold depth value for 
the tile in the tile occlusion information cache responsive to the written z-value of the pixel. 
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Larson teaches updating the occlusion threshold depth value, or min and max z value, in the 
cache memory responsive to the written z-value of the pixel in column 3 lines 9-18, where it is 
described that the min and max z values are updated and the received z value is written to a 
location in the cache memory. Larson describes comparing a depth value to an occlusion 
threshold depth value for the pixel in the depth buffer responsive to the determination of 
occlusion in column 4 lines 54-66. It would have been obvious to one of ordinary skill in the art 
to combine the teachings of Olsen et al., Wood et al. and Larson because this combination would 
provide a reduction of processing time used to store and compare z values of row of pixels by 
storing the occlusion flags in a cache memory thereby ensuring quick and accurate determination 
of occluded regions. 

Regarding claim 10, Olsen et al. and Wood et al. teach all the limitations except updating 
the occlusion threshold depth value for the tile in the tile occlusion information cache responsive 
to the written z-value of the pixel. Olsen et al. teaches a color buffer that stores respective color 
values in column 2 lines 62-64. Olsen et al. also teaches storing a color values and a depth value 
for the graphics primitive for the pixel in the color buffer and the depth buffer respectively in 
column 2 lines 62-64. Olsen et al. teaches setting the occlusion flag which indicates non- 
occlusion in column 5 lines 42-45, where it is described that the depth compare result register is 
set to a value of 1 to indicate non-occlusion of the pixels which are known to comprise a tile of 
pixels. Again, Olsen et al. and Wood et al. fail to teach updating the occlusion threshold depth 
value for the tile in the tile occlusion information cache responsive to the written z-value of the 
pixel. Larson teaches updating the occlusion threshold depth value, or min and max z value, in 
the cache memory responsive to the written z-value of the pixel in column 3 lines 9-18, where it 
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is described that the min and max z values are updated and the received z value is written to a 
location in the cache memory. It would have been obvious to one of ordinary skill in the art to 
combine the teachings of Olsen et al., Wood et al. and Larson because this combination would 
provide efficient access to occlusion threshold values and color values by storing them into a 
depth and color buffers respectively. 

Regarding claims 1 1 and 13, Olsen et al. and Wood et al. teach all the limitations except 
determining whether a second row of pixels is in a first row of tiles. Regarding the preamble of 
claims 1 1 and 13, though Larson does not explicitly teach storing occlusion flags in a cache 
memory, the reference does teach storing z values in a cache memory in column 2 lines 47-5 1 
where it is described that a determination of whether the tested z value is occluded, therefore it 
would be obvious to store the result of the determination as an occlusion flag in the cache as 
well. Regarding claims 1 1 and 13, Larson teaches processing specific regions, or tiles, of pixels 
in column 6 lines 8-10, therefore it would be a minor computation to process the first row of 
pixels specifically, which contain z values stored in a cache memory, as described in column 2 
lines 47-51. Though Larson does not explicitly teach storing occlusion and status flags, the 
reference does teach the determination of occlusion for z values in the region in column 2 lines 
47-51, therefore it would be obvious to indicate occlusion based on the determined result using a 
flag or other indicator. Regarding claims 1 1 and 13, Larson teaches separately processing 
different regions, or tiles, of pixels to test the z values for occlusion in column 6 lines 5-10, 
therefore it would have been an obvious modification to determine whether a pixels from a 
second row is within a first row of tiles. Regarding claim 11, Larson also teaches independently 
processing a first and second region, or tile in column 6 lines 8-10 which contain all the rows of 
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pixels, using data from the cache memory in column 6 lines 5-18, therefore it would have been a 
minor modification to obtain information from a first row of pixels if the second row of pixels is 
contained the first row of tiles. Regarding claim 13, Larson teaches independently processing 
regions, or tiles, in column 6 lines 8-10 which contain z values that are tested to determine 
occlusion and stored in a cache memory as described in column 2 lines 47-51, therefore it would 
be an obvious modification to write, load and process any depth value responsive to the region 
and to store the values into the memory comprising tile information, as described in column4 
lines 29-34, or the cache memory. It would have been obvious to one of ordinary skill in the art 
to combine the teachings of Olsen et al., Wood et al. and Larson because this combination would 
provide a reduction of processing time used to store and compare z values of row of pixels by 
storing the occlusion flags in a cache memory thereby ensuring timely and accurate 
determination of occluded regions. 

Regarding claims 12 and 13, Olsen et al. and Wood et al. teach all the limitations except 
establishing an aggregate tile occlusion information memory to store respective occlusion 
threshold depth values for all tiles and storing occlusion threshold depth values for the first row 
of tiles from the aggregate tile occlusion information memory in the tile occlusion information 
cache. Olsen et al. teaches setting the occlusion and status flags in the memory to predetermined 
values in column 4 lines 63-64, where it is described that when the depth compare result register, 
which is equivalent to the occlusion flag, is initialized in step 41 of Figure 4 is has a 
predetermined logic value, or status flag. Again, Olsen et al. and Wood et al. fail to teach 
establishing an aggregate tile occlusion information memory to store respective occlusion 
threshold depth values for all tiles and storing occlusion threshold depth values for the first row 
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of tiles from the aggregate tile occlusion information memory in the tile occlusion information 
cache. Regarding claims 12 and 13, Larson teaches an aggregate tile occlusion information 
memory configured to store respective occlusion threshold depth values in column 4 lines 30-34, 
where it is described that a memory area stores the minimum and maximum depth values, or 
occlusion threshold depth values, within each region, which is tile comprising a block of pixels 
consisting of rows. Larson also teaches storing occlusion threshold depth values, or min and 
max z values, from a first region(column 6 lines 8-9), from the aggregate tile occlusion 
information memory, or RAM as describe din column 4 lines 30-34, into the tile occlusion 
information cache, or cache memory as described in column 6 lines 23-30. The motivation to 
combine the teachings of Olsen et al., Wood et al. and Larson is equivalent to the motivation of 
claim 11. 

Regarding claim 14, Olsen et al. and Wood et al. fail to teach the limitations. Larson 
teaches separately processing different regions, or tiles, of pixels to test the z values for 
occlusion in column 6 lines 5-10, therefore it would have been an obvious modification to 
determine particular locations of rows and whether a pixels from a second row is within a first 
row of tiles. Larson also teaches updating the occlusion threshold depth value in response to the 
comparison to the determined depth value in column 2 lines 52-61, where it is described that the 
z value stored in the cache memory is updated and replaced by the determined depth value that 
was compared. It would have been obvious to one of ordinary skill in the art to combine the 
teachings of Olsen et al., Wood et al. and Larson because this combination would provide 
efficient storage of depth values for a region, which would then be utilized to determine and to 
responsively update occlusion properties for pixels within that region. 
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Regarding claim 15, Olsen et al. and Wood et al. teach all the limitations except a display 
and a graphics processor coupled to the display. Olsen et al. teaches setting an occlusion flag, or 
depth compare result register, to indicate possible occlusion in column 6 lines 8-13, where it is 
described that the register is set to a certain value indicating the visibility of the pixel under 
analysis. Olsen et al. also teaches processing pixels in rows of pixels in a row-by-row manner 
responsive to the occlusion flags in column 5 lines 22-23 where it is described that the depth 
values of each pixel of the graphics primitive, which contains rows of tiles, are processed, 
therefore each row would be processed as each pixel comprising the rows would be processed as 
well. Wood et al. describes a plurality of rows of tiles in a graphics display in column 4 lines 41- 
44. Wood et al. also describes each tile including pixels from at least two rows of pixels in 
column 4 line 44 where it is described that a tile could contain 8x8 pixels and therefore, based on 
those dimensions, contains at least two rows of pixels. Again, Olsen et al. and Wood et al. fail to 
teach a display and a graphics processor coupled to the display. Regarding the preamble of 
claim 15, Larson teaches an apparatus in column 1 lines 52-54. Regarding claim 15, Larson also 
teaches a display in column 3 lines 46-48, and it is also illustrated in Figure 1 as element 21. 
Larson also teaches a graphics processor coupled to the display in column 3 lines 57-59. It 
would have been obvious to one of ordinary skill in the art to combine the teachings of Olsen et 
al., Wood et al. and Larson because this combination would provide an apparatus that determines 
occlusion of each row of pixels comprising the tiles for a graphics primitive, which would reduce 
computation time by providing the visible pixels to be rendered. 

Regarding claim 16, Olsen et al. teaches processing a portion of pixels in a row of tiles, 
or region, responsive to the occlusion flag, or depth compare result register, in column in column 
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6 lines 7-12. Olsen et al. and Wood et al. fail to teach the graphics processor and a first and 
second tile for processing. Larson teaches a graphics processor in column 3 lines 57-59. Larson 
also describes a first and second region, or tile, in column 6 lines 8-10. The motivation to 
combine the teachings of Olsen et al., Wood et al. and Larson is equivalent to the motivation of 
claim 15. 

Regarding claim 18, Olsen et al. and Wood et al. fail to teach the claimed limitations. 
Larson teaches determining a maximum depth value for the graphics primitive in column 1 lines 
59-60. Larson also teaches that a depth value, or z value, is compared to determine if that value 
is less than an established non occluded minimum depth value in column 6 lines 23-30, therefore 
it would have been a minor modification to compare the maximum depth value with the 
minimum non occlusion depth value. The motivation to combine the teachings of Olsen et al., 
Wood et al. and Larson is equivalent to the motivation of claim 15. 

Regarding claim 20, Olsen et al. and ,Wood et al. teach all the limitations except a display 
and a graphics processor coupled to the display. Olsen et al. teaches setting the occlusion flag 
which indicates non-occlusion in column 5 lines 42-45, where it is described that the depth 
compare result register is set to a value of 1 to indicate non-occlusion of the pixels which are 
known to comprise a tile of pixels. Olsen et al. also teaches detecting a flag, or logic value, 
indicating non-occlusion in column 6 lines 8-13. Olsen et al. also teaches processing a pixel for 
a graphics primitive in column 5 lines 22-23. Again, Olsen et al. and Wood et al. fail to teach a 
display and a graphics processor coupled to the display. Regarding the preamble of claim 20, 
Larson teaches an apparatus in column 1 lines 52-54. Larson also teaches a display in column 3 
lines 46-48, and it is also illustrated in Figure 1 as element 21. Larson also teaches a graphics 
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processor coupled to the display in column 3 lines 57-59. The motivation to combine the 
teachings of Olsen et al., Wood et al. and Larson is equivalent to the motivation of claim 15. 

Regarding claim 21, Olsen et al. teaches processing a pixel for the graphics primitive in 
the tile without retrieving an occlusion threshold depth value for the pixel from the depth buffer 
in steps 42 and 43 of Figure 4, where it is illustrated that the pixels defining the graphics 
primitive are processed without referencing an occlusion threshold depth value. Olsen et al. and 
Wood et al. fail to teach a graphics processor that maintains a depth buffer configured to store 
respective occlusion threshold depth values. Larson teaches a graphic processor in column 3 
lines 57-59, which contains a z buffer, or depth buffer, which stores the occlusion threshold 
depth values in column 4 lines 35-39. It would have been obvious to one of ordinary skill in the 
art to combine the teachings of Olsen et al., Wood et al. and Larson because this combination 
would provide efficient access to occlusion threshold values by storing them into a depth buffer. 

Regarding claim 27, Olsen et al. also describes processing a pixel for the graphics 
primitive in the tile without retrieving an occlusion threshold depth value for the pixel from the 
depth buffer in steps 42 and 43 of Figure 4, where it is illustrated that the pixels defining the 
graphics primitive are processed without referencing an occlusion threshold depth value. Olsen 
et al. and Wood et al. fail to teach a depth buffer that stores respective occlusion threshold depth 
values. Larson teaches a z buffer, or depth buffer, which stores the occlusion threshold depth 
values, or maximum and minimum z values, in column 1 lines 55-57. The motivation to 
combine the teachings of Olsen et al., Wood et al. and Larson is equivalent to the motivation of 
claim 21. 
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Claim 19 is rejected under 35 U.S.C. 103(a) as being unpatentable over Olsen et al.(US 
Patent 6,094,2000) in view of Wood et al.(US Patent 6,204,856), in further view of Larson(US 
Patent 6,313,839) and in further view of Dye et al.(US Patent 6,518,965). 



portable electronic device in column 6 lines 32-46. It would have been obvious to one of 
ordinary skill in the art to combine the teachings of Olsen et al., Wood et al, Larson and Dye et 
al. because this combination would provide a more efficient use of the limited resources 
contained in portable electronic devices. 
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Regarding claim 19, Dye et al. teaches a display and graphics processor housed in a 
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